
SUBDIVISION: WESTLAND CREEK SUBDIVISION

APPLICANT/DEVELOPER: S&E PROPERTIES 

TAX IDENTIFICATION:

NUMBER OF LOTS: 76

ZONING: PR  (Planned Residential)

VARIANCES:

1. Reduction of the minimum double frontage lot depth of 150 ft for lots 

70-75 to 113 ft minimum.

ALTERNATIVE DESIGN STANDARDS REQUIRING PLANNING 

COMMISSION APPROVAL:

1. Road "C" road slope from 12% to 14% from STA 1+15 to STA 4+73

ALTERNATIVE DESIGN STANDARDS APPROVED BY KNOX COUNTY 

ENGINEERING AND PUBLIC WORKS:

1. Reduce right-of-way width from 50 ft to 40 ft

133   050 (PART OF)

REQUIRED:

EXISTING LAND USE:

SURROUNDING LAND North: Residences - PR (Planned Residential) with up to 4 du/ac
South: Residences - A (Agricultural)
East: Residences - PR (Planned Residential) with up to 5 du/ac
West: Residences - PR (Planned Residential) with up to 5 du/ac

USE AND ZONING:

LOCATION: Southeast side of Westland Dr., east of Gothic Manor Ln.

JURISDICTION: County Commission District 5

SECTOR PLAN: Southwest County

APPROXIMATE ACREAGE: 23.7 acres

SURVEYOR/ENGINEER:

ACCESSIBILITY: Westland Drive is a minor arterial with a pavement width of 20 feet inside a 
right-of-way of 88 feet.

STAFF RECOMMENDATION:

PROPOSED USE:

8-L-20-UR

FILE #: 8-SG-20-C

Single family residential

SUBDIVISION VARIANCES

GROWTH POLICY PLAN: Planned Growth Area

AGENDA DATE: 8/13/2020

AGENDA ITEM #: 29

OWNER(S):

WATERSHED: Ten Mile Creek

SUBDIVISION REPORT - 

CONCEPT/USE ON REVIEW

STREET ADDRESS: 8444 Westland Dr.

View map on KGIS

S & E Properties

Fulghum MacIndoe & Associates, Inc

8/11/2020 02:51 PM8-SG-20-CFILE #:AGENDA ITEM #: 29 29-1PAGE #:MICHELLE PORTIER
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1. Meeting all applicable requirements of the Knox County Dept. of Engineering and Public Works.
2. Connection to sanitary sewer and meeting any other relevant requirements of the utility provider.
3. Provision of street names which are consistent with the Uniform Street Naming and Addressing System in 
Knox County (Ord. 91-1-102).
4. Installation of sidewalks as identified on the concept plan. Sidewalks shall meet all applicable requirements 
of the American with Disabilities Act (ADA) and the Knox County Department of Engineering and Public Works. 
A bond shall be provided to the Knox County Department of Engineering and Public Works by the developer in 
the amount sufficient to guarantee the installation of the sidewalks.
5. Implementation of the intersection improvements and recommendations outlined in the Transportation 
Impact Study (TIS) prepared by Fulgham MacIndoe & Associates, Inc. as revised on March 29, 2017. The 
design details and timing of the installation of the improvements shall be worked out with Knox County 
Department of Engineering and Public Works during the design plan stage for the subdivision.
6. Meeting all applicable requirements of Knox County Fire Marshal’s office.
7. Prior to certification of the final plat for the subdivision, establishing a property owners association that will be 
responsible for maintenance of all common areas and stormwater/drainage facilities. 
8. Submitting to Planning staff prior to final plat review by the Planning Commission or Planning staff, the 
certification of design plan approval form as required by the Knoxville-Knox County Subdivision Regulations.
9. The right-of-way of the cul-de-sacs at the ends of Roads A and B are made wide enough to allow for the 
creation of one or two lots from the adjoining tracts of land allowing access to the public streets.
10. Meeting all applicable requirements and obtaining all required permits from the Tennessee Department of 
Environment and Conservation.
11. Submitting to Planning staff prior to final plat review by the Planning Commission or Planning staff, the 
certification of design plan approval form as required by the Knoxville-Knox County Subdivision Regulations

COMMENTS:

The applicant is proposing to develop a 76-lot subdivision that would occupy 23.7 acres of the approximately 
30-acre site. The property is located on the south side of Westland Rd. just east of Westland Manor 
Subdivision. It has frontage on Westland Dr. to the north and Nubbin Ridge Rd. to the south. This development 
would be accessed off of Westland Drive. It would not have access off of Nubbin Ridge Road, as a larger 
parcel fronting Nubbin Ridge Road is not part of this site plan and remains undeveloped. 

The property is zoned PR (Planned Residential) with an approved density of up to 5 du/ac. The proposed 
density for this subdivision is approximately 3.21 du/ac, not including the larger parcel fronting Nubbin Ridge 
Road. The property is surrounded by A (Agricultural) and PR (Planned Residential) zoning, so a peripheral 
boundary is not required.

A similar concept plan was approved by the Planning Commission in April 2020 (Case # 3-SA-20-C), replacing 
a previous expired approval by the Planning Commission from April, 2017 (Case # 4-SB-17-C & 4-G-17-UR). 
The Use on Review case that was approved in April 2017 with that concept plan still applies and does not 
require a new approval. Since the April 2020 approval, the applicant has had the property platted. Since the 
time of this application, the plat has been recorded and updated on KGIS, so the address on the application is 
no longer in effect. 

The applicant has made some minor revisions to the concept plan and requires a new approval by the 
Planning Commission. The concept plan approved in April 2020 included a variance for a reduction of the 
minimum lot depth required for double-frontage lots (lots 70-75) from the standard 150 feet to 113 feet. It also 
included approval of an alternative design standard allowing a reduction in the road slope of road “C”. 

The revised plans in this application include an additional lot (76 lots versus 75 as previously approved). The 

APPROVE the Development Plan for up to 76 detached dwelling units on individual lots

1. Meeting all applicable requirements of the Knox County Zoning Ordinance.

With the conditions noted, this plan meets the requirements for approval in the PR zone and the other criteria 
for approval of a Use on Review.

APPROVE variance 1 and alternate design standard 1 because topographic constraints and site 

conditions restrict compliance with the Subdivision Regulations, and the proposed variance will not

create a traffic hazard.

APPROVE the Concept Plan subject to 11 conditions.
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revision still requests the reduction in lot width for the double-frontage lots (lots 70-75 along Westland Drive). It 
also asks for two alternative design standards to be considered: a reduction in road slope of road “C” from 12% 
to 14% from STA 1+15 to STA 4+73, and a reduction in right-of-way from 50 ft to 40 ft. Alternative design 
solutions are considered when a development is in the HP area, and approximately half of this site is in such 
an area. There is also a stream that runs through the site, and the requisite buffer space has been allocated in 
areas where the stream is daylighted versus in culverts beneath the roads. There is one detention area 
proposed. It sits down bank from the top of the hillside and is on the northwestern side of the property at its 
perimeter.

The proposed site plan features 4 cul-de-sacs of varying lengths off the main internal street. One of the 
conditions staff is recommending is for sufficient right-of-way width at the cul-de-sacs at the end of roads A and 
B to allow for creation of one or two lots from the adjoining tracts of land allowing access to the public streets. 
Sidewalks are proposed along one side of Road A, the main internal road. The original concept plan was 
approved prior to the County’s adoption of the Sidewalk Ordinance, and Knox County has agreed to maintain 
the sidewalks once installed. 

The previous proposed plan in 2017 had a completed Transportation Impact Study dated March 29, 2017. The 
project engineer has certified in the Transportation Impact Study that over 400 ft of sight distance is available 
east and west along Westland Drive at the proposed subdivision entrance. This is required per Subdivision 
Regulations since the access is from a minor arterial road per the Major Road Plan. The study mentions the 
need for a westbound left-turn lane at the proposed entrance of the subdivision, which would be installed per 
Knox County Engineering requirements.
EFFECT OF THE PROPOSAL ON THE SUBJECT PROPERTY, SURROUNDING PROPERTY AND THE 
COMMUNITY AS A WHOLE

1. The proposed detached residential subdivision will have minimal impact on local services since utilities are 
available to serve this site.
2. The proposed low density residential development is compatible with the scale and intensity of development 
that has occurred in this area.
3. The proposed detached residential subdivision at the proposed density of 3.21 du/ac, is consistent in use 
and density with the approved rezoning for the property.

CONFORMITY OF THE PROPOSAL TO CRITERIA ESTABLISHED BY THE KNOX COUNTY ZONING 
ORDINANCE

1. With the recommended conditions, the proposed subdivision is consistent with all relevant requirements of 
the PR zoning, as well as other criteria for approval of a use on review.
2. The development is consistent with the following general standards for uses permitted on review: 
   - The proposal is consistent with the adopted plans and policies of the General Plan and Sector Plan. 
   - The use in is harmony with the general purpose and intent of the Zoning Ordinance. 
   - The use will not significantly injure the value of adjacent property. 
   - The use will not draw additional traffic through residential areas since the development has access to a 
minor arterial street.

CONFORMITY OF THE PROPOSAL TO ADOPTED MPC PLANS

1. The Southwest County Sector Plan proposes low density residential uses for this site. The proposed 
development at a density of 3.82 du/ac is consistent with the sector plan.
2. This site is located within the Planned Growth Area on the Knoxville-Knox County-Farragut Growth Policy 
Plan map.

31 (public school children, grades K-12)ESTIMATED STUDENT YIELD:

808 (average daily vehicle trips)

Average Daily Vehicle Trips are computed using national average trip rates reported in the latest edition of 
"Trip Generation," published by the Institute of Transportation Engineers.  Average Daily Vehicle Trips 
represent the total number of trips that a particular land use can be expected to generate during a 24-hour day 
(Monday through Friday), with a "trip" counted each time a vehicle enters or exits a proposed development.

ESTIMATED TRAFFIC IMPACT:

Schools affected by this proposal:  Blue Grass Elementary, West Valley Middle, and West High.
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Knoxville-Knox County Planning Commission's approval or denial of this concept plan request is final, unless 
the action is appealed to Knox County Chancery Court.  The date of the Knox County Chancery Court hearing 
will depend on when the appeal application is filed.

Knoxville-Knox County Planning Commission's approval or denial of this use on review request is final, unless 
the action is appealed to the Knoxville Board of Zoning Appeals.  The date of the Knoxville Board of Zoning 
Appeals hearing will depend on when the appeal application is filed.

•  Potential new school population is estimated using locally-derived data on public school student yield 
generated by new housing.  
•  Students are assigned to schools based on current attendance zones as determined by Knox County 
Schools. Students may request transfers to different zones, and zone boundaries are subject to change.
•  Estimates presume full build-out of the proposed development. Build-out is subject to market forces, and 
timing varies widely from proposal to proposal.
•  Student yields from new development do not reflect a net addition of children in schools. Additions occur 
incrementally over the build-out period. New students may replace current population that ages through the 
system or moves from the attendance zone.
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5+00ROAD "A"

R
O

A
D
 "B

"

R
O

A
D
 "
C
"

E 2,545,112.0450

N 576,202.9848

C OF WESTLAND DR

STA 0+00.00 =

BEGIN ROAD "A"

L

C-1
C-2 C-

4

25'R

25'R

2
5
'R

2
5
'R

25'R

25'R 2
5
'R

2
5
'R

25'R

2
5
'R2
5
'R

25'R

ROW
DEDICATED
44'

'
5

2

'
5

2

BUFFER
OUTER STREAM
PROPOSED

2
5
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7
5
'R

7
5
'R

7
5
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5
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E 2,544,869.4704

N 575,843.8383

STA 3+58.57

END ROAD "B"

BUFFERSTREAM 
EXISTING OUTER

INNER
STREAM
BUFFER

PERMITTING
LIMITS OF ARAP
APPROXIMATE

PERMITTING
LIMITS OF ARAP
APPROXIMATE
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24
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29

E 2,545,136.1754

N 575,552.7274

STA 6+89.75 ROAD "A"

STA 0+00.00 ROAD "C"=

BEGIN ROAD "C"E 2,545,182.7882

N 576,016.8237

STA 2+01.79 ROAD "A"

STA 0+00.00 ROAD "B"=

BEGIN ROAD "B"

TYP (2/C22)
ASPHALT PAVEMENT,

TYP (1/C22)
SECTION,
26' ROAD

TYP (6/C22)
EXTRUDED CURB,

TYP (3/C22)
(WESTLAND DRIVE),
ASPHALT PAVEMENT

RETENTION
AREA

RETENTION
AREA

EASEMENT
20' ACCESS

BUFFER
OUTER STREAM
PROPOSED

EASEMENT
RETENTION POND

EASEMENT
RETENTION POND

STREAM BUFFER
PROPOSED INNER

BUFFER
OUTER STREAM
PROPOSED

BUFFER
OUTER STREAM
PROPOSED

STREAM BUFFER
PROPOSED INNER

STREAM BUFFER
PROPOSED INNER

BUFFER
OUTER STREAM
PROPOSED

LOT (1/C2)
TYPICAL INTERIOR

WALL

PROPOSED

1
8
'

1
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273'R

125'R

227'R

132'R
118'R
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64

65

SPACE

COMMON

66
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72
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TYP (5/C22)
CONCRETE SIDEWALK,

TYP (10/C22)
TYPE "B"
HANDICAP RAMP

40'R

45
'R

TY
P

120
'

120
'

120
'

120
'

118
.43
'

TYP
40' ROW,

0.520 AC

0.317 AC

0.164 AC 0.164 AC 0.180 AC
0.205 AC

0.255 AC

0.262 AC

0.179 AC

0.193 AC

0.298 AC

0.215 AC

0.198 AC

0.233 AC
0.229 AC

0.199 AC

0.233 AC
0.142 AC

0.163 AC

0.200 AC

0.216 AC

0.232 AC

0.224 AC

0.216 AC

0.176 AC

0.197 AC

0.151 AC

0.152 AC

0.152 AC

0.153 AC

0.216 AC

0.253 AC

0.711 AC

1"=50'
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HORIZONTAL CURVE DATA TABLE

NORTHING

P.I. COORDINATES

EASTING
TANGENTRADIUS LENGTH

NO.

CURVE

ANGLE

DELTA

C-1

C-2

C-4

576,127.4345 2,545,161.8286 250.00 50.08 98.84

250.00 91.08 174.71

65.01125.00 119.90575,465.9659 2,545,290.7083

575,731.9099 2,545,236.7762

0 50 100

SCALE:  1" = 50'

1.  

2.  

3.  

 GENERAL NOTES:

6.

KNOXVILLE, TN 37919

405 MONTBROOK LANE

SHADY GLEN, LLC

4.  

5.  

1.  

2.  

7.

LEGEND:                                                                  
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EXISTING PROPERTY LINE

PROPOSED LOT NUMBER

PROPOSED ASPHALT PAVEMENT 

PROPOSED BUILDING SETBACK

PROPOSED PROPERTY/ROW LINE

PROPOSED CONCRETE SIDEWALK

PROPOSED ROAD CENTER LINE

TYPICALTYP

(1/C2) DETAIL REF (DETAIL NO./SHT NO.)

EXISTING CREEK

(WESTLAND DRIVE) 

PROPOSED ASPHALT PAVEMENT

EXISTING STREAM BUFFER

PROPOSED STREAM BUFFER

50' WEST BUFFER POST-DEVELOPMENT

50' EAST BUFFER POST-DEVELOPMENT

25' WEST BUFFER POST-DEVELOPMENT

25' EAST BUFFER POST-DEVELOPMENT

50' WEST BUFFER PRE-DEVELOPMENT

50' EAST BUFFER PRE-DEVELOPMENT

25' WEST BUFFER PRE-DEVELOPMENT

25' EAST BUFFER PRE-DEVELOPMENT

P
A
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IN
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 P

L
A

N

L
A
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O
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T
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N
D

TYPICAL INTERIOR LOT1

0

PROPOSED ROAD

20' FRONT SETBACK

BUILDINGS

BETWEEN

10' MIN.

SETBACK

5' SIDE

NTSC2

ROAD SLOPE FROM 12% TO 14% FROM STA 1+15.00

ROAD "C" TO STA 4+73.00 ROAD "C".

REDUCTION OF MINIMUM LOT DEPTH OF 150' FOR

LOTS 70-75.
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ENGINEERING:
ALTERNATIVE DESIGN STANDARDS PER KNOX COUNTY

VARIANCE AND ZONING REQUEST:

5
R

E
V
IS

E
D
 

P
E

R
 

C
O

U
N

T
Y
 

C
O

M
M

E
N

T
S

0
3
/

2
3
/

2
0

8.

9.

10.

11.

12.

13.

6
0
6
/

2
6
/

2
0

R
E

V
IS

E
D
 

P
E

R
 

O
W

N
E

R
 

C
O

M
M

E
N

T
S

PRIOR TO INSTALLING NEW PIPING.

AND NEW PIPING UNDER THE DIRECTION OF THE OWNER

CONFLICTS BETWEEN UNDERGROUND UTILITIES/STRUCTURES

VERTICAL LOCATIONS BY FIELD SURVEY, AND RESOLVE ANY

STRUCTURE, CONTRACTOR SHALL OBTAIN HORIZONTAL AND

CROSS BY POT-HOLING. AFTER EXPOSING EXISTING UTILITY/

LOCATE EXISTING UTILITIES/STRUCTURES WHERE NEW PIPES

PRIOR TO INSTALLING NEW PIPING, CONTRACTOR SHALL

PROVIDE A SOLID BASE FOR THE CONCRETE CURB.

BEEN SPECIFIED (REFER TO THE CURB DETAIL) IN ORDER TO

UNDERNEATH LANDSCAPE AREAS UP TO THE LIMITS THAT HAVE

REMOVE OVER-PAVEMENT OF ASPHALT AND STONE FROM

RETAINING WALL HEIGHTS THAT EQUAL OR EXCEED 30 INCHES.

WALL AND RAILING DETAILS. RAILING SHALL BE PROVIDED FOR

OF A PERMIT. REFER TO VENDOR'S PLANS FOR RETAINING

SUBMITTED FOR REVIEW AND APPROVAL PRIOR TO ISSUANCE

ENGINEER LICENSED IN THE STATE OF TENNESSEE AND

RETAINING WALLS TO BE DESIGNED AND SEALED BY AN

WILL BE CONNECTED TO PROPOSED STORM DRAINAGE SYSTEM.

ROOF DRAIN AND FRONT YARD FOR ALL PROPOSED LOTS

GAS, ELECTRIC, TELEPHONE, AND CABLE TV.

EXTRUDED CURB, STORM SEWER, SANITARY SEWER, WATER, 

PROPOSED IMPROVEMENTS INCLUDE 26' WIDE PUBLIC ROAD,

ACCESS TO LOTS IS RESTRICTED TO INTERNAL STREETS.

70-75.

THE PERIPHERY. 15' PERIPHERY SETBACK ON LOTS 1,

IN FRONT, 5-FT. ON SIDE, 15-FT. REAR, AND 25-FT. AT

BUILDING SETBACKS INTERNAL TO SUBDIVISION ARE 20-FT.

OWNER:

THE PROPERTY IS PR, PLANNED RESIDENTIAL ZONE.

SHOWN IN KNOX COUNTY CLT MAP 133. ZONING FOR

PROPERTY CONCERNED REFLECTS PARCEL 133050  AS

"MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES."

CONFORM TO THE FEDERAL HIGHWAY ADMINISTRATIONS

TRAFFIC CONTROL DEVICES AND PAVEMENT MARKING SHALL

SPECIFICATIONS.

KNOX COUNTY DEPARTMENT OF ENGINEERING STANDARD

EQUIPMENT, AND CONSTRUCTION REQUIREMENTS OF THE

CONCRETE CURB AND PAVEMENT SHALL MEET THE MATERIALS,

COMPRESSIVE STRENGTH OF 4000 PSI AT 28 DAYS.

CONCRETE CURB AND PAVEMENT SHALL HAVE A MINIMUM

ENGINEERING STANDARD SPECIFICATIONS.

DRAWINGS, AND THE CITY OF KNOXVILLE DEPARTMENT OF

CONSTRUCTION, AND TESTING REQUIREMENTS OF THESE

COURSES SHALL MEET THE MATERIALS, EQUIPMENT,

THE MINERAL AGGREGATE BASE AND ASPHALTIC SURFACE

PAVEMENT OR OUTSIDE FACE OF BUILDING.

THE FENCE LINE, PROPERTY LINE, FACE OF CURB, EDGE OF

UNLESS NOTED OTHERWISE, DIMENSIONS ARE TAKEN FROM

IS BASED ON NAVD88.

CONTOURS ARE AT 2-FT INTERVALS. VERTICAL DATUM

TOPOGRAPHIC DATA WAS TAKEN FROM KGIS. EXISTING

THE BOUNDARY DATA TAKEN FROM LYNCH SURVEYS LLC,

LOTS 1, 70-75
15' PERIPHERAL SETBACK,
25' PERIPHERAL SETBACK
15' REAR SETBACK
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3.  

THE SIDEWALKS WOULD BE MAINTAINED BY KNOX COUNTY.

COUNTY'S ADOPTION OF THE SIDEWALK ORDINANCE. THERFORE,
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10+00

15+00

5+00

TYP.
40' ROW,

ROAD "A"

ROAD "C"

R
O

A
D
 "

D
"

40'R

45'R

45
'R

40'R

2
'

C-3

75'R

75'R

E 2,544,889.6239

N 574,771.7659

STA 15+44.35 ROAD "A"

STA 0+00.00 ROAD "D"=

BEGIN ROAD "D"

E 2,545,111.0666

N 574,811.6171

STA 2+25.00

END ROAD "D"

BUFFER
OUTER STREAM
PROPOSED

2
5
'

4
0
'R

14 15
16

17

18

19

20
21

22

23

30

31

E 2,544,956.9409

N 574,550.1450

STA 17+74.39 - 27' LT

RADIUS POINT CUL-DE-SAC

2
'

45
'R

E 2,545,326.3272

N 575,110.9153

STA 5+23.93

END ROAD "C"

E 2,545,299.4620

N 575,108.2201

STA 5+23.93 - 27' RT

RADIUS POINT CUL-DE-SAC

E 2,544,930.3678

N 574,545.3628

STA 17+74.39

END ROAD "A"

7
5
'R7
5
'R

7
5
'R

7
5
'R

75
'R

75
'R

2
5
'R

2
5
'R

2
5
'R

2
5
'R

TYP (1/C22)
SECTION,
26' ROAD

TYP (2/C22)
ASPHALT PAVEMENT,

LOT (4/C22)
TYPICAL INTERIOR

WALL

PROPOSED

BUFFER
OUTER STREAM
PROPOSED

STREAM BUFFER
PROPOSED INNER

29

32

33

34
35 36

37

38

39

40 41

42

43

44 45

46

4748495051525354
55

56

57

58

59

60

61

TYPE "C" (11/C22)
HANDICAP RAMP

DEVELOPMENT
FUTURE

0.238 AC

0.216 AC
0.242 AC

0.240 AC

0.431 AC

0.632 AC

0.368 AC

0.375 AC
0.273 AC

0.281 AC

0.239 AC

0.290 AC

0.554 AC

0.200 AC

0.199 AC

0.192 AC

0.224 AC

0.228 AC

0.249 AC

0.219 AC

0.255 AC

0.205 AC 0.221 AC

0.229 AC

0.188 AC

0.185 AC

0.209 AC

0.248 AC

0.301 AC

0.229 AC
0.193 AC 0.214 AC 0.221 AC 0.221 AC 0.209 AC 0.209 AC 0.209 AC

0.260 AC

0.239 AC 0.197 AC

0.557 AC

0.410 AC

0.494 AC

303233343536373839404142434445R146R

D.B. 200212310057735

MACKEY BROWNLEE S/D

BROWNLEE W MACKEY

13305002 

PLAT: 200308010013676

D.B. 200505190093018

MICHAEL J STEVENS PROP

LOT 2

ROBINSON DORSETTA LAJEAN

13304905 

D.B. 1186/537

CONNER FRANK & MAXINE C

133038 

47

31

(77,131 sq. ft.)

1.771 ACRES

S

S

N10°12'07"W 1006.64' TOTAL

(12.84')

N
7
6
°2

2
'2

6
"W

2
0
0
.0

0
'
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S

S
S

PLAT: 201401170042948

WESTLAND MANOR SUBDIVISION

PLAT: 200612150050105

WESTLAND MANOR RESUB
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HORIZONTAL CURVE DATA TABLE

NORTHING

P.I. COORDINATES

EASTING
TANGENTRADIUS LENGTH

NO.

CURVE

ANGLE

DELTA

C-3 575,030.6177 2,544,843.0404 250.00 89.79 172.41
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DETAIL REFERENCE

GRADING NOTES:

1.  

2.  

3.  

4.  

5.  

6.  

7.  

8.  

9.  

10.  

11.  

12.  

13.  

14.  

15.  

16.  

17.  

18.  

19.  

20.  

MANNER TO MINIMIZE TIME OF EXPOSURE TO WEATHER.

DISTURBED AREAS SHALL BE STABILIZED IN AN EXPEDIENT

ENGINEER TO DETERMINE STABILITY.

THAN 6-FT SHALL BE TESTED BY THE PROJECT GEOTECHNICAL

SLOPES GREATER THAN 4:1 SLOPE AT A HEIGHT GREATER

0.10', PAVEMENTS 0.04', AND BUILDINGS 0.04'.

PLANS: SUBGRADE 0.1', UNPAVED AREAS 0.1', SIDEWALKS

TOLERANCES ABOVE OR BELOW THAT AS SHOWN ON THE

OF THE GRADING WORK TO WITHIN THE FOLLOWING

PROPOSED LINES, ELEVATIONS, SLOPES, AND CROSS-SECTIONS

VERIFY GRADES WHEREVER NECESSARY TO BRING THE

SLOPE BOTTOM OF POND @ 2.0% (MIN.).

FOR THE OWNER'S REVIEW.

PRIOR TO FINAL SEEDING, SUBMIT AN AS-BUILT SURVEY

DESIGN PARAMETERS. ONCE GRADING IS COMPLETE AND

FINISHED GRADES CONFORM WITH THE DETENTION POND

CONTRACTOR IS RESPONSIBLE TO ASSURE THAT THE

THE FINAL SURFACE IS ACHIEVED.

PROTECT AND MAINTAIN SUBGRADES UNTIL PLACEMENT OF

STABILIZATION MEASURES ARE IMPLEMENTED.

NO SLOPE SHALL EXCEED 2:1 UNLESS PROPER SLOPE

THE SITE FREE-DRAINING.

POND ON-SITE. PROVIDE NECESSARY MEASURES TO KEEP

DO NOT ALLOW WATER TO ACCUMULATE IN EXCAVATIONS OR

ELEVATIONS AS SHOWN ON THE DRAWINGS.

THE AREAS TO BE SEEDED AND TO THE FINISH GRADE

A 6 IN. (MIN.) LAYER OF TOPSOIL SHALL BE PLACED OVER

CONTENT.

WITHIN -1 TO +3 PERCENT OF THE OPTIMUM MOISTURE

DRY DENSITY. MAINTAIN THE MOISTURE CONTENT TO

UPPER 12 IN. BENEATH BUILDING SLABS TO 100% MAXIMUM

THE UPPER 24 IN. OF FILL BENEATH PAVEMENTS AND THE

LAYER TO AT LEAST 98% MAXIMUM DRY DENSITY. COMPACT

LIFTS NOT EXCEEDING 8 IN. THICKNESS. COMPACT EACH

FILL MATERIAL SHALL BE PLACED IN LOOSE, HORIZONTAL

OWNER OR GEOTECHNICAL ENGINEER.

SOILS OFF-SITE UNLESS OTHERWISE APPROVED BY THE

PT, OH, AND OL. LEGALLY DISPOSE OF UNSATISFACTORY

WET OR TOO SOFT, EXPANSIVE SOILS AND SOILS CLASSIFIED

UNSATISFACTORY SOILS INCLUDE MATERIALS THAT ARE TOO

DRY DENSITY OF 90 PCF OR GREATER.

FILL SOILS SHALL HAVE A PI LESS THAN 30 & A MAXIMUM

LARGER THAN 4 IN. IN THE TOP 6 IN. OF AN EMBANKMENT.

OF STONE OR OTHER MATERIAL LARGER THAN 6 IN. AND

MATERIAL, AND TRASH. FILL MATERIAL SHALL ALSO BE FREE

FROM ROOTS AND OTHER ORGANIC MATERIAL, FROZEN

FILL MATERIAL SHALL BE SATISFACTORY MATERIAL FREE

ENGINEERED FILL. TDOT NO. 57, OR TDOT NO. 67 STONE.

FOLLOWED BY BACKFILLING THE UNDERCUT AREAS USING AN

CONDITIONS SHALL BE UNDERCUT TO A FIRM LEVEL OF SOIL

AREAS THAT EXHIBIT WEAK SOIL OR OTHERWISE UNSUITABLE

APPROVED BY THE PROJECT GEOTECHNICAL ENGINEER.

USING AN ENGINEERED FILL OR STABILIZED BY A METHOD

THE PROOF ROLLING SHALL BE UNDERCUT AND BACKFILLED

A CRISS-CROSS PATTERN (4 PASSES MIN.) AREAS FAILING

WITH A FULLY LOADED TANDEM AXLE DUMP TRUCK USING

PROOF ROLL ALL AREAS TO RECEIVE FILL. PROOF ROLL

DOWN HILL SIDE OF THE STOCKPILE.

OTHER APPROPRIATE EROSION CONTROL STRUCTURES ON THE

STOCKPILE EXCAVATED MATERIALS. INSTALL SILT FENCE OR

STRIP TOPSOIL FULL DEPTH (6-IN. MIN.) AND TEMPORARILY

BELOW SUBGRADE.

SUBGRADE. ROCK SHALL BE SCARIFIED TO DEPTH OF 1 FT

SHALL BE REMOVED TO A DEPTH OF 2 FT BELOW THE

ALL TREES STUMPS, BOULDERS, AND OTHER OBSTRUCTIONS

THE REQUIREMENTS AS SPECIFIED BY THE FIRE DEPARTMENT.

THE CONTRACTOR MUST OBTAIN A PERMIT AND MEET ALL OF

APPROVAL IS OBTAINED BY THE LOCAL FIRE DEPARTMENT.

OFF-SITE. BURNING SHALL NOT BE PERMITTED UNLESS PRIOR

MATERIALS RESULTING FROM CLEARING AND GRUBBING

LIMITS OF EXCAVATION. COMPLETELY DISPOSE OF ALL

THE SITE SHALL BE CLEARED AND GRUBBED WITHIN THE

FIELD VERIFY AS NECESSARY PRIOR TO CONSTRUCTION.

PROVIDED BY THE OWNER OR OWNER'S REPRESENTATIVE.

THE ACCURACY OF THE GRADES IS DEPENDANT ON THE DATA

PROPOSED CONTOURS ARE SHOWN AT 2-FT. INTERVALS.

ON THESE DRAWINGS ARE FINISHED GRADE. EXISTING AND 

UNLESS NOTED OTHERWISE, THE PROPOSED GRADES SHOWN
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LEGEND:

(1/C2)

TYPICALTYP

EXISTING STORM LINE

PROPOSED STORM LINE

SD

SD 15"

PROPOSED STORM MANHOLE

PROPOSED SINGLE CATCH BASIN

PROPOSED DOUBLE CATCH BASIN

PROPOSED STORM HEADWALL

PROPOSED WATER QUALITY STRUCTURE

PROPOSED OUTLET STRUCTURE

PROPOSED STORM MANHOLE

PROPOSED SINGLE CATCH BASIN

PROPOSED DOUBLE CATCH BASIN

PROPOSED STORM HEADWALL

PROPOSED OUTLET STRUCTURE

MH

CB

HW

OS

DCB

TC

EI

PROPOSED TOP OF CASTING

PROPOSED ELEVATION AT INVERT

PROPOSED STORM EASEMENT

PROPOSED STORM U-HEADWALL

DETAIL REF (DETAIL NO./SHT NO.)

YI PROPOSED YARD INLET

STORM PIPE NOTES:

1.  

2.  

3.  

4.  

5.  

6.  

7.  

8.  

MANUFACTURER.

15% USE CONCRETE PIPE ANCHORS AS SPECIFIED BY THE

MANUFACTURER. FOR HDPE PIPE WITH SLOPES GREATER THAN

TIES OR JOINT FASTENERS AS SPECIFIED BY THE

FOR RCP PIPE WITH SLOPES GREATER THAN 15% USE JOINT

MATERIALS, COUPLINGS, AND BACKFILL.

SHORING, FURNISHING AND INSTALLATION OF PIPES, JOINT

SYSTEM AS SHOWN. INSTALLATION INCLUDES EXCAVATION,

NECESSARY QUANTITY OF PIPE TO CONSTRUCT THE COMPLETE

VARY. THE CONTRACTOR SHALL SUPPLY AND INSTALL THE

DEDUCTIONS FOR STRUCTURES). ACTUAL QUANTITY OF PIPE MAY

FROM CENTER OF STRUCTURE TO CENTER OF STRUCTURE (NO

CLASS, SHAPE AND SIZE, AS MEASURED ALONG THE CENTERLINE

LENGTH COMPLETE IN PLACE REGARDLESS OF TYPE, DEPTH,

PIPE/CULVERTS ARE MEASURED IN TERMS OF HORIZONTAL

EXPENSE.

MISALIGNMENT SHALL BE REPLACED AT THE CONTRACTOR'S

PIPE WITH DEFLECTION 5% OR GREATER OR WITH UNDUE

OTHER APPROVED METHOD.

PLACING THE BASE. TEST DEFLECTION WITH A MANDREL OR

BACKFILLING AND COMPACTION ARE COMPLETE AND PRIOR TO

PIPE DEFLECTION AND ALIGNMENT SHALL BE CHECKED AFTER

WITH A REMOVABLE, PROTECTIVE WRAP BY THE MANUFACTURER.

BE MADE OF POLYISOPRENE AND INSTALLED AND COVERED

MEETING ALL AASHTO AND ASTM REQUIREMENTS. JOINTS SHALL

HDPE PIPE SHALL BE INSTALLED WITH WATERTIGHT (WT) JOINTS

ACCORDANCE WITH AASHTO M294. 

M170 (ASTM C76). HDPE PIPE SHALL BE INSTALLED IN

RCP SHALL BE INSTALLED IN ACCORDANCE WITH AASHTO

SMOOTH INTERIOR HIGH DENSITY POLYETHYLENE PIPE (HDPE).

EITHER CLASS III REINFORCED CONCRETE PIPE (RCP) OR

UNLESS NOTED OTHERWISE, STORM SEWER PIPE SHALL BE

REGULATIONS.

CONFORM WITH ALL APPLICABLE LOCAL, STATE, AND OSHA

SOLELY THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL

TRENCH DESIGN AND SAFETY FOR PIPELINE CONSTRUCTION IS

OF THE CITY OF KNOXVILLE STANDARD SPECIFICATIONS.

THE MATERIALS, EQUIPMENT, AND CONSTRUCTION REQUIREMENTS

INSTALL STORM SEWER PIPING AND APPURTENANCES TO MEET
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TYPICAL 26' ROAD SECTION

2% 2%

L

5'

1

SCARIFY & COMPACT TOP 6"

C ROAD

GRADE

EXISTING

(SEE PLAN)

SLOPE VARIES

(SEE PROFILE)

FINISH GRADE

FILL

COMPACTED

13'13'

40' R.O.W.
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C22

ASPHALT PAVEMENT SECTION2

SURFACE, GRADE "E"

1 1/2" ASPHALTIC CONCRETE

NOTES:

1.  

1
2
"

(MOD.)

MIX BASE, GRADING "B"

2 1/2" BITUMINOUS PLANT

SUBGRADE

COMPACTED

(0.40 GAL/SY)

PRIME COAT

(0.10 GAL/SY)

TACK COAT

TYPE "A", GRADE "D"

8" MINERAL AGGREGATE BASE,

C22

4

C22

EXTRUDED CURB6

6"8
"

8"
6
"

4"

BEHIND CURBS TO PREVENT PONDING OF SURFACE WATER.

IMMEDIATELY AFTER THE CONCRETE HAS SUFFICIENTLY SET, BACKFILL

BY THE ENGINEER.

EXTRUDED CURB MACHINES, BUT SUCH VARIANCES MUST BE APPROVED

EXACT CURB DIMENSIONS MAY BE ALTERED SLIGHTLY TO FIT STANDARD

EXPANSION JOINT MATERIAL REQUIRED FOR GRASS MEDIANS.

AT 5' MAX. CENTERS BETWEEN EXPANSION JOINTS.

25' MAX. CENTERS.  EQUALLY SPACE 1/4" CONTRACTION JOINTS

PREFORMED 1/2" EXPANSION JOINTS SHALL BE EQUALLY SPACED AT

(4000 P.S.I.)

CONCRETE CURB

MACHINE FORMED

12"

1.  

2.  

3.  

4.  

NOTES:

C22

EROSION CONTROL DETAIL FOR HOME CONSTRUCTION

R
D

RD

RD

R
D

R
D

HOUSE

D
R
IV

E
W

A
Y

ROAD

PIPES BEYOND DISTURBED AREA

PIPE LAID ON GRADE AND EXTEND

GUTTERS TO FLEXIBLE PLASTIC

VEGETATION, CONNECT HOUSE

UNTIL SITE IS STABILIZED WITH

12

LINE

PROPERTY

C22

(14/C23)

SILT FENCE, TYP.

10' x 25'

EXCEPT SIZE TO BE MIN.

ENTRANCE (REFERENCE (13/C23)

TEMPORARY CONSTRUCTION

9

C22

C22

NTS

9.67'

1.5%

WITH LCUB FOR  LOCATION.

ELECTRIC LINE, COORDINATE

WITH KUB FOR LOCATION.

GAS LINE. COORDINATE 

ROADS GREATER THAN 10% SHALL HAVE GRADE "D" SURFACE MIX.

PAVEMENT SPECIFICATIONS.

FROM THESE ACTIVITIES SHALL BE REPAIRED IN CONFORMANCE WITH THE INITIAL

THE CONTRACTOR'S CONVENIENCE AND RISK. DAMAGE TO PAVEMENT RESULTING

USE OF THESE SURFACES FOR CONSTRUCTION ACTIVITIES SHALL BE DONE AT

PAVEMENT HAS NOT BEEN DESIGNED FOR CONSTRUCTION TRAFFIC/ACTIVITIES.

2.  
1.  

NOTES:

DRIVEWAYS SHALL TIE BACK TO SIDEWALK WHERE APPLICABLE.

TYPICAL DRIVEWAY PROFILE
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C22
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NTSNTS NTS

NTSNTS

NTS

MIN

9"

M
IN

1
2
"

PIPE

SANITARY SEWER

ANCHOR

CONCRETE

MIN

9"

TRENCH WIDTH

M
IN

6
"

PIPE

BELL OF

12"

1
2
"

NOTES:

1.  

2.  

3.  INSTALL ANCHORS AT 16' CENTER TO CENTER ON GRADES BETWEEN 35% AND OVER.

INSTALL ANCHORS AT 24' CENTER TO CENTER ON GRADES BETWEEN 25% AND 35%.

INSTALL ANCHORS AT 36' CENTER TO CENTER ON GRADES BETWEEN 18% AND 25%.

GRADE
EXISTING

GRADE
EXISTING

(TYP)

3" MIN

4
'-

0
"
 

M
IN
IM

U
M

CONCRETE ANCHOR DETAILSTREAM DIVERSION DETAIL3

FLOW HAS BEEN DIVERTED.

OPEN CUT STREAM AFTER 

PROPOSED SANITARY SEWER.

SUCTION HOSE

COFFER DAMS)

(SAND BAG OR

FLOW BARRIER

STREAM BANK)

LOCATED ON

PUMP (TO BE

LINE

DISCHARGE

PUMP

LINE IS INSTALLED

STREAM BANKS AFTER

PLACE RIPRAP ON

DISCHARGE LINE

BE ATTACHED TO PUMP

FILTER / SILT BAG TO

COFFER DAMS)

(SAND BAG OR

FLOW BARRIER

BED

ORIGINAL STREAM

STREAM BANK)

LOCATED ON

PUMP (TO BE 

30
' 

FLOW

2
0
' 

M
IN
IM

U
M

NOTE:

FLOW

1.  

NTS

BENEATH PROPOSED RIPRAP.

GEOTEXTILE MAT TO BE PLACED

AT TRANSITION

PLACE RIPRAP

AT TRANSITION

PLACE RIPRAP
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NOTES:

1.   

LOCATIONS WHERE RAMP EXITS TO VEHICULAR DRIVE PATH.

DETECTABLE WARNING SHALL BE INSTALLED AT ALL

11

C22

ADA RAMP TYPE "C"

8%

1
.5

%

5'6'

5
'

2
.6

7
'

SURFACE. SEE DETAIL.

DETECTABLE WARNING

6" CURB

GRASS

TAPER CURB

FROM 6" TO 0"

TAPER CURB

FROM 6" TO 0"

NTS

8

PLAN OF "DOME STAMP" PATTERN IN SURFACE

(EITHER PATTERN IS ACCEPTABLE)

TRIANGULAR PATTERN SQUARE PATTERN

0.2"H.

0.9" DIA., 

PATTERN IN SURFACE

SECTION OF "DOME STAMP"

VARES PER MANUF.

0.9" DIA.

2.35" (TYP.)

0
.2

"
 

H
.

2.35"

2
.3

5
"
 

2.35"

2.35" 2.35" 

2
.3

5
"
 

2
.3

5
"
 

1.

NOTES:

2.

3.

4.

5.

SYSTEMS OR AN EQUIVALENT SHALL BE USED.

ARMOR-TILE OR ADA SOLUTIONS TACTILE WARNING CAST-IN-PLACE

ELIMATE TRIP HAZARDS.

SURFACE APPLIED SYSTEMS SHALL HAVE BEVELED EDGES TO

OR BLACK IN ALL LOCATIONS.

DETECTABLE WARNING AREA SHALL BE COLORED DARK GRAY

REGARDLESS OF SECTION WIDTH.

LENGTH OF DETECTABLE WARNING AREA SHALL BE 2 FEET

OF 4 FEET AND VARY WITH WIDTH OF RAMP.

WIDTH OF DETECTABLE WARNING AREA SHALL BE A MINIMUM

DETECTABLE WARNING SURFACE

C22 NTS

CONCRETE SIDEWALK

COMPACTED SUBGRADE

NOTES:

5

3"3"

CROSS-SECTION

EXPANSION JOINT

TROWELED BAND, TYP.

SMOOTH STEEL

3"3"

CONTROL JOINT

GRADE SEALANT

TOPPED WITH TRAFFIC

W/ PREMOLDED FILLER

1/2" EXPANSION JOINT

TYP.

1/4" RADIUS,

1" DEEP TOOLED JOINTTYP.

1/4" RADIUS,

TYP.

1/4" RADIUS,

BY SONNEBORN OR EQUAL). APPLY ACCORDING TO THE MANUFACTURER'S SPECIFICATION.

PROTECT AND CURE CONCRETE WITH AN APPROVED CURING COMPOUND (KURE-N-SEAL

EQUALLY SPACE CONTRACTION JOINTS AT 5' O.C (MAX.) BETWEEN EXPANSION JOINTS.

SHALL BE INCREASED TO 1" WIDTH.

AT OTHER FIXED OBJECTS.  EXPANSION JOINT AT BUILDINGS AND RETAINING WALLS

THE SIDEWALK IS IN CONTACT WITH THE STREET RETURNS, ON BUILDING LINES, AND

PREFORMED EXPANSION JOINTS SHALL BE EQUALLY SPACED AT 20' O.C. AND WHERE1.   

2.   

3.   

(4000 PSI)

4" CONCRETE LIGHT BROOM FINISH 3"

WIDTH VARIES (SEE SITE PLAN)

TYP.

6"

1.5% MAX. SLOPE

BASE (#57 STONE)

4" CRUSHED AGGREGATE

C22 NTS

10

REFER TO PLAN

WIDTH VARIES

8
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A

LOWERED CURB

TRANSITION TO

EXPANSION JOINT

LOWERED CURB

TRANSITION TO
1'R

WITH PAVEMENT

CURB & SIDEWALK FLUSH

CURB

CURB

C22

SIDEWALK

SURFACE. SEE DETAIL.

DETECTABLE WARNING

NOTES:

1.   

LOCATIONS WHERE RAMP EXITS TO VEHICULAR DRIVE PATH.

DETECTABLE WARNING SHALL BE INSTALLED AT ALL

ADA RAMP TYPE "B"

3
'

3'

NTS

2% 2%

L

5'

SCARIFY & COMPACT TOP 6"

C ROAD

GRADE

EXISTING

(SEE PLAN)

SLOPE VARIES

(SEE PROFILE)
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9.67'

1.5%

WITH LCUB FOR  LOCATION.

ELECTRIC LINE, COORDINATE

WITH KUB FOR LOCATION.

GAS LINE. COORDINATE 

5' 5'18'

R.O.W.

BOULEVARD ROAD SECTION

1.5%

5'2'
2.67'

5'2'

1.5%

PAVING PLAN.

SITE LAYOUT AND

VARIES, REFERENCE

SIDEWALK LOCATION

2.67'

PAVING PLAN.

SITE LAYOUT AND

VARIES, REFERENCE

SIDEWALK LOCATION
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ASPHALT PAVEMENT SECTION1

SPECIFICATIONS.

REPAIRED IN CONFORMANCE WITH THE INITIAL PAVEMENT

PAVEMENT RESULTING FROM THESE ACTIVITIES SHALL BE

CONTRACTOR'S CONVENIENCE AND RISK. DAMAGE TO

CONSTRUCTION ACTIVITIES SHALL BE DONE AT THE

TRAFFIC/ACTIVITIES. USE OF THESE SURFACES FOR

PAVEMENT HAS NOT BEEN DESIGNED FOR CONSTRUCTION

(0.07 GAL/SY)

TACK COAT

NOTES:

1.  

MIX BASE, GRADING "BM2"

2" BITUMINOUS PLANT

SUBGRADE

COMPACTED

SURFACE, GRADE "D"

1.25" ASPHALTIC CONCRETE

MIX BASE, GRADING "A"

3" BITUMINOUS PLANT

TYPE "A", GRADE "D"

10" MINERAL AGGREGATE BASE,

1
6
.2

5
"

A.

WHICHEVER SPACING IS GREATER.

TWICE THE POSTED SPEED IN MILES PER HOUR OR 50 FEET, 

SPACE OF THE PROTECTIVE DEVICES IN FEET SHALL NOT EXCEED 

WHERE POSTED SPEEDS ARE LESS THAN 50 MPH, THE MAXIMUM (2)

THE PROTECTIVE DEVICES SHALL NOT EXCEED 100 FEET. 

WHERE POSTED SPEEDS ARE 50 MPH OR GREATER, SPACING OF  (1)

  APPROVED DEVICES IN ACCORDANCE WITH THE FOLLOWING:

a. SEPARATION SHALL BE ACCOMPLISHED BY DRUMS, BARRICADES OR OTHER 

  THE ROADWAY. 

  PAVEMENT IS ENCOUNTERED, SIGNS SHALL BE PLACED ON EACH SIDE OF 

  FEET WITH A MINIMUM OF 2 SIGNS PER EXPOSED AREA.  WHERE UNEVEN 

  THE EXPOSED AREA.  MAXIMUM SPACING BETWEEN SIGNS SHALL BE 2,000 

  SHOULDER DROP-OFF) SHALL BE PLACED IN ADVANCE OF AND THROUGHOUT 

  WARNING SIGNS ARE  ERECTED.  WARNING SIGNS (UNEVEN LANES AND/OR 

  APPROVED  PROTECTIVE DEVICES MENTIONED IN PARAGRAPH a, PROVIDED 

  DURING  DAYLIGHT HOURS IN LIEU OF DRUMS, BARRICADES OR OTHER 

  INCHES OR LESS BY THE END OF EACH WORKDAY, CONES MAY BE USED 

b. IF THE DIFFERENCE IN ELEVATION IS ELIMINATED OR DECREASED TO 2 

  TO TRAVERSE THIS DIFFERENCE IN ELEVATION.

  THAN 2 INCHES AND NOT EXCEEDING 6 INCHES.  TRAFFIC IS NOT TO BE ALLOWED 

2. DIFFERENCES IN ELEVATION BETWEEN ADJACENT ROADWAY ELEMENTS GREATER 

  BE PLACED ON EACH SIDE OF THE ROADWAY. 

  PER EXPOSED AREA.  WHERE UNEVEN PAVEMENT IS ENCOUNTERED, SIGNS SHALL 

  SPACING BETWEEN SIGNS SHALL BE 2,000 FEET WITH A MINIMUM OF 2 SIGNS 

  BE PLACED IN ADVANCE OF AND THROUGHOUT THE EXPOSED AREA.  MAXIMUM

  DEVICES.  WARNING SIGNS (UNEVEN LANES AND/OR SHOULDER DROP-OFF) WILL 

  a REGARDING USE OF DRUMS, BARRICADES OR OTHER APPROVED PROTECTIVE 

  DEVICES AS APPLICABLE AND APPROVED BY THE ENGINEER.  SEE PARAGRAPH 

  3.5 INCHES, THE CONTRACTOR MAY USE WARNING SIGNS AND/OR PROTECTIVE

  LANE AND THE SHOULDER AND THE ELEVATION DIFFERENCE IS LESS THAN  

c. WHEN THE DIFFERENCE IN ELEVATION IS BETWEEN THE THROUGH TRAFFIC 

ZONE ACTIVITY.

HIGHWAYS WILL BE CONSIDERED INDEPENDENTLY IN REGARD TO RESTRICTION OF WORK 

ELEVATION IS ELIMINATED.  SIMULTANEOUS WORK ON SEPARATE ROADWAYS OF DIVIDED 

ZONE, A CONTINUOUS OPERATION SHALL BE MAINTAINED UNTIL THE DIFFERENCE IN 

OR APPROVED BY THE ENGINEER.  ONCE THE CONTRACTOR BEGINS WORK IN A WORK 

ZONE NOT EXCEEDING 2 MILES IN LENGTH UNLESS OTHERWISE NOTED ON THE PLANS 

IN THESE SITUATIONS, THE CONTRACTOR SHALL LIMIT HIS OPERATIONS TO ONE WORK 

PAVEMENT EDGE DROP-OFF TRAFFIC CONTROL NOTES:

d. THE CONTRACTOR SHALL PROVIDE SEPARATION BY PORTABLE BARRIER RAIL.

OF WORK ZONE ACTIVITY.

HIGHWAYS WILL BE CONSIDERED INDEPENDENTLY IN REGARD TO RESTRICTION 

ELIMINATED.  SIMULTANEOUS WORK ON SEPARATE ROADWAYS OF DIVIDED 

CONTINUOUS OPERATION SHALL BE MAINTAINED UNTIL THE DIFFERENCE IS 

ENGINEER.  ONCE THE CONTRACTOR BEGINS WORK IN A WORK ZONE, A 

IN LENGTH UNLESS OTHERWISE NOTED ON THE PLANS OR APPROVED BY THE 

SHALL LIMIT HIS OPERATIONS TO ONE WORK ZONE NOT EXCEEDING 1 MILE 

OF 2 SIGNS PER EXPOSED AREA.  IN THESE SITUATIONS, THE CONTRACTOR 

MAXIMUM SPACING BETWEEN THE SIGNS SHALL BE 2,000 FEET WITH A MINIMUM 

SHALL BE PLACED IN ADVANCE OF AND THROUGHOUT THE EXPOSED AREA.  

SHOULDER DROP-OFF WARNING SIGN WITH PLAQUE (W8-17 AND W8-17P).  IT 

FOR PRECEDING CONDITIONS a, b, AND c, THE CONTRACTOR SHALL USE THE 

B.

  SIDE OF THE ROADWAY.

  UNEVEN PAVEMENT IS ENCOUNTERED, SIGNS SHALL BE PLACED ON EACH

  BE 2,000 FEET WITH A MINIMUM OF 2 SIGNS PER EXPOSED AREA. WHERE

a. WARNING SIGNS (UNEVEN LANES AND/OR SHOULDER DROP-OFF) SHALL

  EXCEEDING 2 INCHES.

  LANE WITH DIFFERENCE IN ELEVATION GREATER THAN 3/4 INCH AND NOT

1. IF THE DIFFERENCE IN ELEVATION IS WITHIN 8 FEET OF THE NEAREST TRAFFIC

STRUCTURES, UNDERCUTTING, ETC.:

BEING USED BY TRAFFIC CAUSED BY GRADING, EXCAVATION FOR UTILITIES, DRAINAGE

IF THE DIFFERENCE IN ELEVATION IS WITHIN 30 FEET OF THE NEAREST TRAFFIC LANE

  EXCEEDING 6 INCHES.

  LANE WITH DIFFERENCE IN ELEVATION GREATER THAN 2 INCHES AND NOT

2. IF THE DIFFERENCE IN ELEVATION IS WITHIN 8 FEET OF THE NEAREST TRAFFIC

WHICHEVER SPACING IS GREATER.

TWICE THE POSTED SPEED IN MILES PER HOUR OR 50 FEET, 

SPACE OF THE PROTECTIVE DEVICES IN FEET SHALL NOT EXCEED 

WHERE POSTED SPEEDS ARE LESS THAN 50 MPH, THE MAXIMUM (2)

THE PROTECTIVE DEVICES SHALL NOT EXCEED 100 FEET. 

WHERE POSTED SPEEDS ARE 50 MPH OR GREATER, SPACING OF  (1)

  APPROVED DEVICES IN ACCORDANCE WITH THE FOLLOWING:

a. SEPARATION SHALL BE ACCOMPLISHED BY DRUMS, BARRICADES OR OTHER 

  LANE WITH DIFFERENCE IN ELEVATION GREATER THAN 6 INCHES: 

IF THE DIFFERENCE IN ELEVATION IS WITHIN 8 FEET OF THE NEAREST TRAFFIC3. 

WHICHEVER SPACING IS GREATER.

TWICE THE POSTED SPEED IN MILES PER HOUR OR 50 FEET, 

SPACE OF THE PROTECTIVE DEVICES IN FEET SHALL NOT EXCEED 

WHERE POSTED SPEEDS ARE LESS THAN 50 MPH, THE MAXIMUM (2)

THE PROTECTIVE DEVICES SHALL NOT EXCEED 100 FEET. 

WHERE POSTED SPEEDS ARE 50 MPH OR GREATER, SPACING OF  (1)

  OTHER APPROVED DEVICES IN ACCORDANCE WITH THE FOLLOWING:

a. THE CONTRACTOR SHALL ACCOMPLISH SEPARATION BY DRUMS, BARRICADES OR

  TO A 4:1 SLOPE, OR FLATTER, OR USED PORTABLE BARRIER RAIL.

b. ELIMINATE VERTICAL OFFSET BY CONSTRUCTING A STONE WEDGE OR GRADING

  OPERATION UNTIL THE ELEVATION DIFFERENCE IS ELIMINATED.

  OF A TRAFFIC LANE, THE ACTIVITY SHALL BE PURSUED AS A CONTINUOS

  BEGINS AN ACTIVITY THAT CREATES AN ELEVATION DIFFERENCE WITHIN 8 FEET

  TRAFFIC IS EXPOSED TO AN ELEVATION DIFFERENCE. ONCE THE CONTRACTOR

  THE CONTRACTOR SHALL SCHEDULE THE WORK SO AS TO MINIMIZE THE TIME

C.

DEVICES IN ACCORDANCE WITH THE FOLLOWING:

SEPARATION SHALL BE ACCOMPLISHED BY DRUMS, BARRICADES OR OTHER APPROVED

TRAFFIC LANE BUT NOT MORE THAN 30 FEET FROM THE NEAREST TRAFFIC LANE:

IF THE DIFFERENCE IN ELEVATION IS FARTHER THAN 8 FEET FROM THE NEAREST

  DEVICES SHALL NOT EXCEED 100 FEET.

1. WHERE POSTED SPEEDS ARE 50 MPH OR GREATER, SPACING OF THE PROTECTIVE

  MILES PER HOUR OR 50 FEET, WHICHEVER SPACING IS GREATER.

  PROTECTIVE DEVICES IN FEET SHALL NOT EXCEED TWICE THE POSTED SPEED IN 

2. WHERE POSTED SPEEDS ARE LESS THAN 50 MPH, THE MAXIMUM SPACING OF THE

DIFFERENCE IS ELIMINATED

SHALL BE PURSUED AS A CONTINUOS OPERATION UNTIL THE ELEVATION

BEGINS AN ACTIVITY THAT CREATES AN ELEVATION DIFFERENCE, THE ACTIVITY

TRAFFIC IS EXPOSED TO AN ELEVATION DIFFERENCE. ONCE THE CONTRACTOR

THE CONTRACTOR SHALL SCHEDULE THE WORK SO AS TO MINIMIZE THE TIME

  CREATED.

  SHALL BE ELIMINATED WITHIN SEVEN WORKDAYS AFTER THE CONDITION IS

  BEING UTILIZED BY TRAFFIC AND SHOULDER THE DIFFERENCE IN ELEVATION

d. WHEN THE DIFFERENCE IN ELEVATION IS BETWEEN THE TRAFFIC LANE

  WITHIN THREE WORKDAYS.

  UTILIZED BY TRAFFIC CAUSED BY COLD PLANING SHALL BE ELIMINATED

c. DIFFERENCES IN ELEVATION BETWEEN ADJACENT TRAFFIC LANES BEING

  WITHIN THREE WORKDAYS.

  UTILIZED BY TRAFFIC CAUSED BY ADDED PAVEMENT SHALL BE ELIMINATED

b. DIFFERENCES IN ELEVATION BETWEEN ADJACENT TRAFFIC LANES BEING 

  EACH SIDE OF THE ROADWAY.

  WHERE UNEVEN PAVEMENT IS ENCOUNTERED, SIGNS SHALL BE PLACED ON 

  SHALL BE 2,000 FEET WITH A MINIMUM OF 2 SIGNS PER EXPOSED AREA.

  AND THROUGHOUT THE EXPOSED AREA. MAXIMUM SPACING BETWEEN SIGNS

  WITH PLAQUE (W8-17 AND W8-17P), SHALL BE PLACED IN ADVANCE OF

a. WARNING SIGNS, UNEVEN LANES (W8-11) AND/OR SHOULDER DROP-OFF

  THAN 0.75  INCH AND NOT EXCEEDING 2 INCHES:

1. DIFFERENCES IN ELEVATION BETWEEN ADJACENT ROADWAY ELEMENTS GREATER

PAVING OR RESURFACING:

SHOULDER WHERE THE TRAFFIC LANE IS BEING USED BY TRAFFIC, CAUSED BY BASE,

DIFFERENCES IN ELEVATION BETWEEN ADJACENT TRAFFIC LANES OR TRAFFIC LANE AND

  WITH THE ENGINEER'S APPROVAL, MAY UTILIZE ONE OF THE FOLLOWING: 

  THAN 6 INCHES BUT NOT EXCEEDING 18 INCHES, THE CONTRACTOR, 

DIFFERENCES IN ELEVATION BETWEEN ADJACENT ROADWAY ELEMENTS GREATER3. 

WHICHEVER SPACING IS GREATER.

TWICE THE POSTED SPEED IN MILES PER HOUR OR 50 FEET, 

SPACE OF THE PROTECTIVE DEVICES IN FEET SHALL NOT EXCEED 

WHERE POSTED SPEEDS ARE LESS THAN 50 MPH, THE MAXIMUM (2)

THE PROTECTIVE DEVICES SHALL NOT EXCEED 100 FEET. 

WHERE POSTED SPEEDS ARE 50 MPH OR GREATER, SPACING OF  (1)

  OR OTHER APPROVED DEVICES IN ACCORDANCE WITH THE FOLLOWING:

a. THE CONTRACTOR SHALL ACCOMPLISH SEPARATION BY DRUMS, BARRICADES

CONDITION IS CREATED.

IN ELEVATION TO 6 INCHES OR LESS BY THE END OF THE WORKDAY THAT THE

IN ORDER TO USE THIS METHOD, THE CONTRACTOR MUST REDUCE THE DIFFERENCE

  OF EACH DAY. 

  OFFSET IF THE LOWER ELEVATION IS AT OR BELOW SUBGRADE AT THE END 

  STONE WEDGE WITH A 4:1 SLOPE, OR FLATTER, TO ELIMINATE THE VERTICAL

  SEPARATION DEVICES AS SPECIFIED IN PARAGRAPH a, AND CONSTRUCT A

THE CONTRACTOR SHALL PROVIDE DRUMS, BARRICADES OR OTHER APPROVEDb. 

  OR REDUCED TO SIX INCHES OR LESS

  PROGRESS CONTINUOSLY UNTIL THE DIFFERENCE IN ELEVATION IS ELIMINATED

  SUBSEQUENT LAYERS OF PAVEMENT MUST BEGIN THE NEXT WORK DAY AND

  ELEVATION IS BASE STONE OR ASPHALT PAVEMENT, PLACEMENT OF   

  SEPARATION DEVICES AS SPECIFIED IN PARAGRAPH a AND IF THE LOWER 

THE CONTRACTOR SHALL PROVIDE DRUMS, BARRICADES OR OTHER APPROVEDc. 

  ZONE ACTIVITY.

  BE CONSIDERED INDEPENDENTLY IN REGARD TO RESTRICTION OF WORK

  SIMULTANEOUS WORK ON SEPARATE ROADWAYS OF DIVIDED HIGHWAYS WILL

  SHALL BE MAINTAINED UNTIL THE DIFFERENCE IN ELEVATION IS ELIMINATED.

  CONTRACTOR BEGINS WORK IN A WORK ZONE, A CONTINUOUS OPERATION

  NOTED ON THE PLANS OR APPROVED BY THE ENGINEER. ONCE THE

  ONE WORK ZONE NOT EXCEEDING 1 MILE IN LENGTH UNLESS OTHERWISE

  IN THIS SITUATION THE CONTRACTOR SHALL LIMIT HIS OPERATIONS TO

  SEPARATION WILL BE PROVIDED BY USE OF PORTABLE BARRIER RAIL.

  GREATER THAN 18 INCHES. 

FOR DIFFERENCES IN ELEVATION BETWEEN ADJACENT ROADWAY ELEMENTS 4. 

VARIES
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ASPHALT PAVEMENT
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1.  

2.  

3.  

4.  

5.  

6.  

7.  

8.  

9.  

TRAFFIC CONTROL NOTES:

ALL TEMPORARY WORK ZONE TRAFFIC CONTROL SIGNAGE, DEVICES, AND PROCEDURES

TO BE IN ACCORDANCE WITH THE CURRENT EDITIONS OF THE MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES (MUTCD).

THE CONTRACTOR IS TO IMPLEMENT THIS TRAFFIC CONTROL PLAN AS SHOWN AND IS

RESPONSIBLE FOR MAKING ANY FIELD ADJUSTMENTS DEEMED NECESSARY IN

ACCORDANCE WITH THE MUTCD. THIS PLAN DOES NOT RELIEVE THE CONTRACTOR OF

HIS RESPONSIBILITIES TO THE SAFETY OF THE TRAVELING PUBLIC AND RESIDENTS

ALONG THE CONSTRUCTION AREA. 

WHEN NOT NEEDED FOR ONGOING WORK ACTIVITIES, TRAFFIC CONTROL SIGNS AND

DEVICES SHALL BE REMOVED FROM THE AREA, COVERED, OR OTHERWISE POSITIONED

IN A MANNER THAT MAKES IT OBVIOUS THAT THEY ARE NOT IN USE.

CHANNELIZING DEVICES TO BE STANDARD MUTCD DRUMS OR MIN. 28" TALL CONES

WITH WEIGHTED BASES AND SHALL BE REFLECTORIZED.

CONTRACTOR TO MAINTAIN ACCESS TO SIDE ROADS AND DRIVEWAYS AT ALL TIMES.

ALL SIGNS AND CHANNELIZING DEVICES SHALL HAVE A MEANS OF RETROREFLECTION

FOR USE AT NIGHT. REFERENCE MUTCD FOR VARIOUS MEANS OF RETROREFLECTION.

CONTRACTOR SHALL KEEP WORK ZONE LENGTHS TO A MINIMUM BY SHIFTING THE

WORK ZONE AS WORK PROGRESSES WHERE PRACTICAL.

CONTRACTOR TO CONTACT KNOX COUNTY ENGINEERING AT 865.215.5860 AT LEAST

ONE DAY PRIOR TO REROUTING TRAFFIC.

HOURS OF 9 A.M. AND 3 P.M.

10.  

11.  

12.  

13.  

14.  

ADVANCE WARNING SIGNS SHALL NOT BE DISPLAYED MORE THAN 48 HOURS BEFORE

PHYSICAL CONSTRUCTION BEGINS. SIGNS MAY BE ERECTED UP TO ONE WEEK BEFORE

NEEDED IF THE SIGN FACE IS FULLY COVERED. 

LONG TERM BUT SPORADIC USE WARNING SIGNS MAY REMAIN IN PLACE WHEN NOT

REQUIRED PROVIDED THE SIGN FACE IS FULLY COVERED. 

TRAFFIC CONTROL DEVICES SHALL NOT BE DISPLAYED OR ERECTED UNLESS RELATED

CONDITIONS ARE PRESENT NECESSITATING WARNING. 

USE OF BARRICADES AND DRUMS SHALL BE LIMITED TO THE IMMEDIATE AREAS OF 

CONSTRUCTION WHERE A HAZARD IS PRESENT. THESE DEVICES SHALL NOT BE STORED

ALONG THE ROAD WITHIN 10 FEET OF THE EDGE OF TRAVELED WAY BEFORE OR AFTER

USE. THESE DEVICES SHALL BE REMOVED FROM THE CONSTRUCTION WORK ZONE WHEN

THEY ARE NO LONGER NEEDED. WHERE THERE IS INSUFFICIENT RIGHT-OF-WAY TO

PROVIDE FOR THIS SETBACK, THE CONTRACTOR SHALL DETERMINE ALTERNATE LOCATIONS

SUBJECT TO APPROVAL BY THE RESPONSIBLE AGENCY. 

DURING PERIODS OF INACTIVITY, THE CONTRACTOR SHALL NOT BE PERMITTED TO PARK

ANY VEHICLES OR CONSTRUCTION EQUIPMENT WITHIN TEN FEET OF THE EDGE OF

PAVEMENT WHILE THE LANE IS OPEN TO TRAFFIC. PRIVATELY OWNED VEHICLES SHALL

NOT BE ALLOWED TO BE PARKED WITHIN TEN FEET OF AN OPEN TRAFFIC LANE AT

ANY TIME. WHERE THERE IS INSUFFICIENT RIGHT-0F-WAY TO PROVIDE FOR THIS

SETBACK, THE CONTRACTOR SHALL DETERMINE ALTERNATE LOCATIONS SUBJECT TO

APPROVAL BY THE RESPONSIBLE AGENCY. 

15.

MORE SPECIFIC INFORMATION SEE TDOT DROP-OFF POLICY.

PORTABLE BARRIER RAIL MAY BE USED WHERE DROP OFFS EXCEED 6 INCHES. FOR

PORTABLE BARRIER RAIL WILL BE REQUIRED WHERE DROP OFFS EXCEED 18 INCHES.

LANE CLOSURES ON WESTLAND DRIVE SHALL BE ALLOWED ONLY BETWEEN THE 

1.  

2.  

3.  

 GENERAL NOTES:

4.  

VARIES

EXISTING GRADE

4'

GRADE

FINISHED

SECTION, REF DETAIL

ASPHALT PAVEMENT

2.00%

VARIE
S

THRU LANE

10.33'

THRU LANE

10.33'

10.33' @ LT TURN LANE

VARIES FROM 0' TO

0'-10.33'

VARIES WIDTH OF EXISTING PVMT

ï»¿â„„ 

TYPICAL SECTION - MILLING TYPICAL SECTION - OVERLAY

4:1 (MAX) 4:1 (MAX)

GRADE "D"

OVERLAY 1.25" ASPHALT SURFACE,

AND STA 6+82.00 TO 6+86.00

STA 0+00.00 TO STA 0+04.00

MILL 1.25" EXISTING PAVEMENT

GRADE "D".

OVERLAY 1.25" ASPHALT SURFACE,

STA 0+04.00 TO STA 6+82.00

ASPHALT

SAWCUT EXISTING

ASPHALT

SAWCUT EXISTING
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THE EDGE OF PAVEMENT AT A MAXIMUM OF A 4:1 SLOPE.

CONTRACTOR TO MAINTAIN A 4-FT MINIMUM CLEAR ZONE FROM
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Addressing Department Review and Comments  

 
 

Visit our website: http://www.knoxplanning.org/addressing for a list of existing and available street names. 

All subdivision and street names must conform to the Knoxville/Knox County Street Uniform Naming and 

Addressing Ordinance, Subdivision Regulations and the Administrative Rules of the Planning Commission. 
 

Proposed and/or Existing 
Subdivision or Street Names 

Results of Review, Corrections, and Comments 
(date subdivision or street name reserved) 

Approved, Pending, 
Denied, Revise, Note 

Westland Creek Reserved on 3/21/2017 Approved 

Westland Drive OK  

Road A to D Submit proposed names in writing for approval Pending 

 
Addresses will be assigned after the final plat is 
recorded. 

Note 

 
Applicable addressing fee will apply to 5 or more 
address assignments. 

Note 

 
Developer must contact the Post Office to establish 
mail service at 865.558.4528. 

Note 

 Addressing Fee for 75 Lots $200.00  

   

   

   

   

   

   
 

Comments may be modified based on new information from updated plans, field reviews or other agencies. 

Andrea Kupfer (865.215.3797) 

andrea.kupfer@knoxplanning.org 

1st Review Donna Hill (865.215.3872) 

donna.hill@knoxplanning.org 

2nd Review 

7/8/2020 7.15.20 

 

File #:   8-L-20-UR and 8-SG-20-C Date Submitted: 6/30/20 

Tax Parcel ID: 133  050 Review Type: C & UOR 

Subdivision: Westland Creek Unit or Phase:  

Owner/Applicant: S & E Properties Phone:  

Surveyor: Eric Moseley Office: 865.454.3727 

Company:  Cell:    

Email:           ericmoseley@icloud.com Fax:    

400 Main Street 
Suite 403 

Knoxville, TN 37902 
P: 865.215.2507 
F: 865.215.2237 

http://www.knoxplanning.org/addressing
mailto:andrea.kupfer@knoxplanning.org
mailto:donna.hill@knoxplanning.org
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